


" TABLE 4

TYPICAL PERGOLA RAFTER SIZE SINGLE SPAN (1) (2) (depth x width - mm)
N.B. Assume lightweight roofing

RAFTER SPAN (2)
to 1.8m to 2.7m to 3.6m
Rafter Spacing (3) Rafter Spacing (3) Rafter Spacing (3)
TIMBER 900mm 1200mm 900mm 1200m 900mm 1200mm
Hardwood F8 100x38 100x38 125x38 125x38 150x38 150x50
Cypress F4 125x50 125x50 125x50 150x38 175x38 175x50
PT Pine F5 (4) 120x35 120x35 120x45 120x45 140x45 170x45
Oregon F5 (4) 100x38 125x38 125x50 125x50 150x50 175x50

Note: (1) Span equals spacing between beams.
(2) Source: NSW Timber Framing Manual.

(3) Rafter spacing to be selected to fit with recommendations of lightweight roofing manufacturer and size of supporting
roofing battens if required.

{(4) Use Oregon or untreated pine only if protected from weather and associated moisture/water absorption e.g. covered
by lightweight roofing.

(5) Overhang. Rafter sizes given will permit overhang of at least 250mm. For specific overhang limits refer to
NSW TimberFraming Manual

TABLE 5

TYPICAL PERGOLA RAFTER SIZE CONTINUOUS SPAN (1) (3) (depth x width - mm)
N.B. Assume lightweight roofing

RAFTER SPAN (2)
to 1.8m | to 2.7m to 3.6m
Rafter spacing (4) Rafter spacing (4) Rafter spacing (4)
TIMBER 900mm 1200mm 900mm 1200m 900mm 1200mm
Hardwood F8 75x50 100x38 100x38 100x50 125x38 125x50
Cypress F4 125x38 125x50 150x38 150x50 150x50 175x50
PT Pine F5 (5) 120x35 120x35 : 120x35 120x45 140x45 170x35
Oregon F5 (5) 100x50 125x38 125x38 125x50 150x50 175x50

Note: {1) Span equais spacing between beams.
(2) Source: NSW Timber Framing Manual.
(3) Continuous span requires continuous rafter to span at least two spaces or over at least three beams.

(4)  Ratter spacing to be selected to fit with recommendations of lightweight roofing manufacturer and size of supporting
roofing battens if required.

(5) Use Oregon or untreated pine only if protected from weather and associated moisture/water absorption e.g. covered
by lightweight roofing

(6) Overhang. Rafter sizes given will permit overhang of at least 250mm. For specific overhang limits refer to
NSW Timber Framing Manual.

TABLE 6_|

ROOF BATTENS - SECTION SIZE (1) (depth x width - mm)
N.B. Assume lightweight roofing

BATTEN SPACING (2)

600mm 900mm 1200mm
Rafters spaced Rafters spaced Rafters spaced
TIMBER 900mm 1200mm 900mm 1200m 900mm 1200mm
Hardwood F8 38x50 50x50 50x50 38x75 50x50 125x75
Cypress F4 50x75 50x75 50x75 150x38 50x75
PT Pine F5 (5) 35x70 70x35(3) 70x35 70x35 70x35 70x35
Oregon F5 (5) 50x50 50x75 50x75 50x75 50x75 50x75

Note: (1) Source: NSW Timber Framing Manual Table 72

(2) Batten spacing must relate to type and quality of lightweight roofing to be attached. Refer roofing manufacturers
instructions.

{3y Note that some battens must be fixed “on edge" rather than “on flat".

(4) Oregon and untreated pine may be satisfactory provided battens are protected from weather and associated
moisture/water absorption e.g. fully covered by lightweight roofing.
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Disclaimer: While the Timber and Building Materials Association (NSW) Limited (TABMA) and its members believe this publication is an
invaluable guide to this project, the Association cannot guarantee that every statement is without flaw. Therefore, the Association and its
members hereby disclaim all liability for errors or omissions of any kind, whether they be negligent or otherwise, or for any loss, damage or
other consequence which may arise from any person relying on information stated in this publication.
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